Motorola APX3000/ APX4000
and XPR7000

OEM Device:

OEM Battery P/N: PMNN4448/ PMNN4409/
PMNN4407

Battery Specifications

R4448i-Li Smart Battery

Electrical

Voltage: 7.4
Capacity: 2500 mAh
Chemistry: Li-lon

Cell Brand: Panasonic
Mechanical

Dimensions: 113x52x23 mm
Weight: 190 g
Color: Black
Environmental

Charge Temp: 0°C~45°C
Discharge Temp: -20°C ~ 60°C
Storage Temp: -20°C~ 30°C

Land Mobile Radio

Features

® Highest quality cell and components
e Wider operating temperature range
e Extended runtime & performance

® Reduces cost of operation

® Rugged construction

Richcom warranties the battery to be
free of defects related to materials
and workmanship and maintains it will
meet a minimum 80% of rated
capacity for 12 months.

Richcom Power LLC (“RCP”) is headquartered in the USA with over 80 years experience in design, development
and manufacturing rechargeable batteries and chargers for the mobile power industry. We service an
international client base using our state of the art manufacturing facilities in USA, Taiwan and China. Let our
team be your ‘technology partner’ in bringing innovative and cost efficient solutions for all of your power
management applications.

www.RichcomPower.com

Richcom Power LLC

2054 Vista Parkway Suite 400
West Palm Beach, FL 33411 USA.
+1-800-208-6313 m dr@richcompower.com



